
M LUM GEN 2 

MAIN FEATURES

APPLICATIONS

Energy saving 
product

Long lifetimeSystem

Easy mounting

Ready to
use

Low 
maintenance

Supply
voltage

Protection class

CRI

Up to 
170 lm/W IP 40

220-240V≥ 80

M LUM GEN 2

Warranty

M LUM GEN 2 is an optimal solution for existing lighting systems and with low

Up to 90W

Up to 15,750 lm

> 90,000 h

IP 40

-20°C to +50°C

RAL 9003

ACCESSORIES
Emergency module
Motion sensor

Up to 170 lm/W



DIMENSIONS

OPTICS

Distribution of luminance of 30° (30) Distribution of luminance of 60° (60) Distribution of luminance of 90° (90)
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Power [W] Luminous Distribution 

LED MODULE

Distribution of luminance of 25° (2525)

M LUM G2 PS.1438.30.408.00

M LUM G2 PS.1438.60.408.00

M LUM G2 PS.1438.90.408.00

M LUM G2 PS.1438.2525.408.00

M LUM G2 PS.2012.30.408.00

M LUM G2 PS.2012.60.408.00

M LUM G2 PS.2012.90.408.00

M LUM G2 PS.2012.2525.408.00

M LUM G2 70.1438.30.408.01

M LUM G2 70.1438.60.408.01

M LUM G2 70.1438.90.408.01

M LUM G2 70.1438.2525.408.01

M LUM G2 90.2012.30.408.01

M LUM G2 90.2012.60.408.01

M LUM G2 90.2012.90.408.01

M LUM G2 90.2012.2525.408.01
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*All dimensions are in mm.



The latest valid information is available at www.lumenia.com.
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Length [mm]

Length [mm]

TRUNKING RAIL

ACCESSORIES

M LUM G2 TRUNKING RAIL 1438.5

M LUM G2 TRUNKING RAIL 1438.7

M LUM G2 TRUNKING RAIL 1438.8

M LUM G2 TRUNKING RAIL 1438.11

M LUM G2 TRUNKING RAIL 2876.5

M LUM G2 TRUNKING RAIL 2876.7

M LUM G2 TRUNKING RAIL 2876.8

M LUM G2 TRUNKING RAIL 2876.11

M LUM G2 TRUNKING RAIL 4024.5

M LUM G2 TRUNKING RAIL 4024.7

M LUM G2 TRUNKING RAIL 4024.8

M LUM G2 TRUNKING RAIL 4024.11

1438

1438

1438

1438

2876

2876

2876

2876

4024

4024

4024

4024

5: L1, L2, L3, N. E

7: L1, L2, L3, N, E + DIM+,DIM-

8: L1, L2, L3, N, E ,CHR, DIM+,DIM-

11: L1, L2, L3, N, E , DIM+,DIM- ,EL1 ,EL2,EN1 ,EN2

5: L1, L2, L3, N. E

7: L1, L2, L3, N, E + DIM+,DIM-

8: L1, L2, L3, N, E ,CHR, DIM+,DIM-

11: L1, L2, L3, N, E , DIM+,DIM- ,EL1 ,EL2,EN1 ,EN2

5: L1, L2, L3, N. E

7: L1, L2, L3, N, E + DIM+,DIM-

8: L1, L2, L3, N, E ,CHR, DIM+,DIM-

11: L1, L2, L3, N, E , DIM+,DIM- ,EL1 ,EL2,EN1 ,EN2
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40

50

56

62

73

170

170

170

170

170

170

175

170

3850

4725

5950

7000

8750

9800

10850

12775

M LUM G2 BLIND COVER 1438.PC

M LUM G2 Feed END Box

M LUM G2 End or Input cap

M LUM G2 Ceiling fixing

M LUM G2 Steel cable suspesion 2M

1438

2000

M LUM G2 Feed In Box 5P 

M LUM G2 Feed In Box 7P  

M LUM G2 Feed In Box 11P

20 170 3400

25 170 4250

32 170 5440

38 170 6460

48 170 8160

54 170 9180

60 170 10200

68 170 11560

Power [W] Efficacy [lm/W] Luminous flux [lm]*

DIP Switch position M LUM G2 PS.1438.xxx…

Power [W] Efficacy [lm/W] Luminous flux [lm]*

DIP Switch position M LUM G2 PS.2012.xxx… 




